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Product Description  

Fire Tape® ï Manufacturer  

Alwin Manufacturing Company owns All Products, LLC, which does business under E-Z Taping 
System®. Fire Tape® is manufactured, marketed, and sold by E-Z Taping System®.  

Fire Tape® ï Listed Product  

Fire Tape® is a Listed, patented
1
 and proprietary product that is made in the U.S.A., which was 

specifically developed for use with gypsum board assemblies. Fire Tape® is a multi-layered 
tape used to cover and seal butt joints of gypsum board panels. Fire Tape® combines the 
attributes of paper tape and fiberglass tape into one single product. Fire Tape® is an alternative 
to conventional paper and fiberglass tape used as a finishing component for gypsum board 
assemblies approved and Listed to ASTM E119, Standard Test Methods for Fire Tests of 
Building Construction and Materials or CAN/ULC S101, Standard Methods of Fire Endurance 
Tests of Building Construction and Materials for use in the United States and Canada. These 

test standards are very similar to NFPA 251, UL 263, ISO 834
2
, BS 476

3
, etc. 

Intertek ï Fire Tape® SpecDIRECT Listing  

Intertek publishes a Listing for Fire Tape® on the Intertek SpecDIRECT website under SPEC 

ID: 27745
4
. Intertekôs Listing states that Fire Tape® has beené 

ñEvaluated to the following: 
Design listings are based on, and supported by, proprietary test reports. The test reports 
further define proprietary design details which make these listings applicable only to the 
specified products manufactured by the listed manufacturer. Unless otherwise noted, the 
assemblies in this section have been evaluated for conformance to the following standards: 

 ASTM-E119, Standard Methods of Fire Tests of Building Construction and 
Materials 

 CAN/ULC-S101, Standard Methods of Fire Endurance Tests of Building 
Construction and Materials 

 NFPA-251, Fire Tests of Building Construction and Materials 

 UBC-7-1-94, Uniform Building Code Standard 

 UL-263, Fire Tests of Building Construction and Materials 
Designs listed are minimum construction requirements to achieve fire rating. 
Unless otherwise noted, fire ratings apply to tests conducted on both sides.ò  

Intertek is an internationally recognized Testing Laboratory accredited for compliance to ISO 
17025, General Requirements for the Competence of Testing and Calibration Laboratories. 

Intertek ï Fire Tape® Design Number Listings  

The Intertek Design Number Listings are based on fire testing and assessment of the Fire 
Tape® based on ASTM E119, Standard Test Methods for Fire Tests of Building Construction 

                                                
1
 US Patent No. 5.486.394, 5.687.523, and 6.226.946: Foreign Patents Pending: Made in U.S.A. 

2
 Proper ñPartò of the standardôs series must be used 

3
 Proper ñPartò of the standardôs series must be used 

4 SpecDIRECT https://spec-direct.com/Pages/BP_Search.aspx  

https://spec-direct.com/Pages/BP_Search.aspx
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Photograph 1 ï Example of Labeled Product, Fire Tape®,  

Bearing Intertek Mark 
 

 
Photograph 2 ï Example of Labeled Product, Fire Tape®,  

Bearing Manufactureôs Information 
 

 
Photograph 3 ï Example of Labeled Product, Fire Tape®,  

Bearing Traceable Reference Number 
 
The Intertek Mark (Labeled product) on the inside surface of every cardboard core every roll of 
Fire Tape® produced under Intertekôs Product Certification Program is evidence that the product 
conforms to applicable standards and that there is a program of ongoing factory inspections 
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conducted by Intertekôs Follow-up Services (FUS) Department accredited to ISO 17020, 
General Criteria for the Operation of Various Types of Bodies Performing Inspection. Each roll 
of Fire Tape® also has the manufacturerôs name and a batch number allowing traceability back 
to the components used to produce this Listed product.  

Fire Tape® ï Labeled Product Packaging 

The Listed Fire Tape® bearing the Intertek Mark (Labeled product) for both Canada (C) and the 
United States of America (US) is presented in three different types of exterior packaging.  
 

   

Photograph 4 ï Example of Exterior Packaging: Labeled Product, Fire Tape®,  
  

http://www.google.com/url?sa=i&rct=j&q=&esrc=s&source=images&cd=&cad=rja&uact=8&ved=0ahUKEwjbjfjosfXLAhXmloMKHS3lCk8QjRwIBw&url=http://www.cableorganizer.com/ez-fire-tape/&psig=AFQjCNF56iHb4SeAqP4hzBADtr8F8Gjrkw&ust=1459873256117803
http://www.google.com/url?sa=i&rct=j&q=&esrc=s&source=images&cd=&cad=rja&uact=8&ved=0ahUKEwjbjfjosfXLAhXmloMKHS3lCk8QjRwIBw&url=http://www.tswfast.com/product/fire-protection/EZT99251&psig=AFQjCNF56iHb4SeAqP4hzBADtr8F8Gjrkw&ust=1459873256117803
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Joint Tape Compliance  
The Listed Fire Tape® bearing the Intertek Mark (Labeled product) for both Canada (C) and the 
United States of America (US) complies with the requirements for joint tape in the International 
Building Code®, International Residential Code®, and National Building Code of Canada®. This 
information is verified in Intertekôs Design Number Listings, which are publically available 
product certification documents.  

Intertek Dimensional Verification Tests/Specification: ASTM C474/C475 

ATTRIBUTE C474/C475 MIN MAX MIN MAX 
FIRE 

TAPE® 
RESULTS 

REFERENCE 
TEST/SPEC 

Width Section 
10/4.3.1.1 

1.875 
in. 

2.50 in. 48 mm 57 
mm 

1.896 in. 
Complies 

Intertek W/H 
14250-231 

Thickness Section 
11/4.3.1.2 

 0.012 
in. 

 0.30 
mm 

0.006 in. 
Complies 

Intertek W/H 
14250-231 

Intertek Strength Tests/Specification: ASTM C474/C475 

ATTRIBUTE 
C474/ 
C475 

MIN MAX MIN MAX 
FIRE 

TAPE® 
RESULTS 

REFERENCE 
TEST/SPEC 

Tensile 
Strength 

Section 
9/4.3.1.3 

30 lbs/in. 
of Width 

 524 
N/mm of 

Width 

 53.4 lbs/in. 
of Width 
Complies 

Intertek W/H 
14250-231 

Intertek Adhesion Tests/Specification: ASTM C474/C475 & ASTM D3330 Method A 

ATTRIBUTE 
C474/ 
C475 

MIN MAX MIN MAX 
FIRE 

TAPE® 
RESULTS 

REFERENCE 
TEST/SPEC 

Bond to 
Gypsum 

Section 
15/4.4.1 

100% 
Failure of 
Gypsum 
Paper 

 100% 
Failure of 
Gypsum 
Paper 

 100% 
Complies 

Intertek W/H 
14250-231 

Intertek Durability Tests/Specification: ASTM C474/C475 & ASTM D3330 Method A 

ATTRIBUTE 
C474/ 
C475 

MIN MAX MIN MAX 
FIRE 

TAPE® 
RESULTS 

REFERENCE 
TEST/SPEC 

Durability D3330 
Method A 

80% of 
Control 

Samples 

 80% of 
Control 

Samples 

 112% 
Complies 

Intertek W/H 
14250-231 
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Intertek Dimensional Stability Tests/Specification: ASTM C474/C475 

ATTRIBUTE 
C474/ 
C475 

MIN MAX MIN MAX 
FIRE 

TAPE® 
RESULTS 

REFERENCE 
TEST/SPEC 

Dimension
al Stability 

Section 
12/4.3.2.1 

 0.40% 
Length-

wise 

 0.40% 
Length-

wise 

<0.40% 
Complies 

Intertek W/H 
14285-231 

Dimension
al Stability 

Section 
12/4.3.2.1 

 2.50% 
Cross-
wise 

 2.50% 
Cross-
wise 

<2.50% 
Complies 

Intertek W/H 
14285-231 
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Download Intertek SpecDIRECT for Fire Tape®  
Visit our website, http://www.e-ztape.com, or Intertekôs SpecDIRECT as a means to acquire all 
of the Fire Tape® Design Number Listings and Intertek testing references in a single report. If 
requested by email, E-Z Taping System will also email Intertekôs SpecDIRECT Listing. This 
report can be downloaded from the following website https://spec-direct.com/ and click ñFree 
Accessò. 
 

 
 
Then place your curser on the ñMain Menuò.  
 

 
 
Then click ñSearchò. 
 

 
 
Click the down arrow ñVò in the box next to the title ñCompanyò and scroll down the list and 
select ñAll Products LLC d.b.a. E-Z Taping Systemò. DO NOT MAKE A ñSpecification type;ò 
SELECTION.   

http://www.e-ztape.com/
https://spec-direct.com/
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Refer to the following web-shot, after ñAll Products LLC d.b.a. E-Z Taping Systemò is selected. 
Then click the word ñSearchò in blue text in the bottom left-hand corner of the page. 
 

 
 
When the following screen appears, do not make any further selections. Just click ñPrint Reportò 
in the bottom right-hand corner of the page.  
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After you have clicked ñPrint Reportò, the E-Z Taping System Fire Tape Listing report will be 
generated and will appear on the page. The report will explain all of the testing standards used 
to create the Design Number Listings. Also there will be a list of ñAttributesò and corresponding 
ñValuesò that will explain other information related to the certified product, i.e. Fire Tape®. An 
example of such information is illustrated below. Refer to the SpecDIRECT Listing Report for 
ñAttributesò and corresponding ñValuesò of Fire Tape®. 
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EXAMPLE 
ONLY 
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Download Intertek Design Number Listings for Fire Tape®  
The Listed Fire Tape® bearing the Intertek Mark (Labeled product) for both Canada (C) and the 
United States of America (US) is referenced in the following Intertek Design Number Listings. 
These Design Number Listings refer to other Intertek and Underwriterôs Laboratories (UL), as 
well as Underwriterôs Laboratories of Canada (ULC), Design Number Listings for specific details 
of the building construction to which the Fire Tape® is applied. The application of Fire Tape® is 
detailed in the following Intertek Design Number Listings and replaces the joint tape in the 
Design Number Listings of the building construction to which the Fire Tape® is applied. Visit 
Intertekôs website, https://whdirectory.intertek.com/Pages/DLP_Search.aspx, our website, 
http://www.e-ztape.com, to acquire or verify Intertek Design Number Listings. If requested by 
email, E-Z Taping System will also email a Design Number Listing. 
 

 
 
The preceding Intertek webpage titled ñWarnock Hersey Listed Product and Code 
Compliance Directoryò appears. Click the down arrow ñVò in the box next to the title ñCompanyò 
and scroll down the list and select ñAll Products LLC d.b.a. E-Z Taping Systemò. Then type the 
Design Number of Listing sought, e.g. ñEZT/WA 60-01ò, in the box next to the title ñKeyword 
Textò. Then click the word ñSearchò in blue text.  
 

https://whdirectory.intertek.com/Pages/DLP_Search.aspx
http://www.e-ztape.com/
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The following Intertek webpage titled ñWarnock Hersey Listed Product and Code 
Compliance Directoryò appears. Then click the word ñViewò in blue text. 
 

 
 
The following Intertek webpage titled ñWarnock Hersey Mark Directoryò appears. Click the 
Design Number for the Listing to be viewed. Then click the word ñViewò in blue text in the 
bottom left-hand corner of the page. 
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The desired Design Number Listing appears on the screen. The Design Number Listing can be 
printed as a PDF. 
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SDS (MSDS) for Fire Tape® 
The material safety data sheet for Fire Tape® is attached or can be located at the following 
website: http://www.e-ztape.com/tech/pdf/msds-sheets.pdf.  
 

 
 
Visit our website, http://www.e-ztape.com, for more information and other products of E-Z 
Taping System®.  
 

 
 

http://www.e-ztape.com/tech/pdf/msds-sheets.pdf
http://www.e-ztape.com/
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